
COMFOflex® 10-2087
Welding glove made of blue shoulder split cowhide with COMFOflex® lining, wide
body model and reinforced thumb

EN 407

412X3X

EN 388

4142X

Norms

• EN 12477 (2001+A1:2005) TYPE A Cat II

• EN 407

• EN 388

Sizes

L (9), XL (9 1/2)

Description

The Weldas COMFOflex® 10-2087 is a professional MIG/MAG and MMA welding
glove designed to provide reliable heat protection, durability and long-lasting
comfort in demanding welding environments. The glove features a classic 5-finger

https://www.weldas-ce.com/


design, offering practical control while maintaining a high level of protection
against heat, sparks and spatters.

Manufactured from durable premium cow shoulder split leather, the 10-2087
delivers strong resistance to mechanical wear and thermal exposure typical of
MIG/MAG and MMA welding applications. The glove is equipped with a flame-
retardant COMFOflex® lining, which improves thermal insulation and wearer
comfort during prolonged welding tasks.

For enhanced durability, the glove is assembled using heat-resistant KEVLAR®

stitching and includes a reinforced thumb area, increasing service life in high-
stress zones. The COMFOflex® lining is sewn into the fingers, ensuring improved
comfort and easier donning and doffing during frequent glove changes.

The COMFOflex® 10-2087 is a dependable solution for professional welders who
require a robust, comfortable and cost-effective glove for everyday MIG/MAG and
MMA welding operations.

Features

• Class A split shoulder cow leather used for durability and heat resistance

• Flame-retardant COMFOflex® lining for added thermal comfort

• Cuff cotton lined

• Wide body model

• 4 and 5 ply KEVLAR® stitching for heat and wear resistance

• 95% welting for stich protection

• Designed for MIG/MAG and MMA welding applications

• Reinforced thumb for extended glove life

• Lining sewn into the fingers for improved comfort and easy donning

• Suitable for professional and industrial welding environments
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